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Special Purpose 


PLANES 


In all types of woodworking whether it is cabinet 
making, model making, pattern making or car- 
pentry we are confronted with the careful fitting 
or cutting of wood to meet innumerable situa- 
tions that involve certain basic cuts. 


The special purpose planes ore designed to help 
this need, or perhaps to make final finishing 
cuts where machines have first been used to 
rough out the waste stock. 

The eviting vf w rebbe with ow uerves the grein, 
the routing of sunken or depressed surfaces or 
trimming the inside edge of a groove can be 
accurately and conveniently accomplished with 
these hand planes. 


The combination plane, Stanley #45 shown on 
the last page, will make all types of rabbet 
cuts and all sizes of grooves or dados. A sepa- 
rate booklet is available that explains the use 
of this interesting plane. 


The plane irons or cutters of all of these planes 
are sharpened similar to a plane iron of a 
bench plane. This information is fully covered 
and illustrated in the Stanley Tool Guide de- 
scribed on the back cover and offered at 25¢ 


per copy postpaid. 
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STANLEY DUPLEX RABBET PLANE No. 78 


This is c general all 
purpose plone for 
cutting or trimming 
rabbets with or 
across the groin. It 
ae ded oor 
Ne. 78, 8 long, 114" cutter nm: one 
for regular “es 
and the other for bull nose work for working close 
corners. Fitted with a spur and removable depth aouge 
The adjustable fence can be used on ae ad side of 
plane. When used in the rear seat the blade is adjustable 
endwise. Japanned finish with nickel plated trimmings. 











Cutting a rabbet 
— by the adjustable 
nce with depth controlled 


A stopped rabbet is cut with the 
plane iron in the bull nose or forward 
position. A small notch about 3%” long is 
cut out first with a chisel to the finish 
line permitting the shaving to 
be cut off at this notch. 
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* 
SPUR 4 CUTTING POSTION 





4 
SPUR ih NOR -CUTTING POSITOR 





Cutting o rabbet across the grain. A spur is 





> (iim, 


Sigh ind adjust- 
ing ice oalions 


thin even shaving. In the bull 
nose position loosen the lever 
cop screw slightly and top or 
push the iron to a 
proper position. In the rear 
position loosen lever cap 
screw also. An odjusting lever 
is provided for thickness of 


4 eet aad 
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Set the depth 
gauge with a rule 
measuring from the 
cutting edge. 
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SEPT 18 @ RABBET PLANES 
Nos. 190, 191 and 192 


Modified planes for 
cutting or trimming a 
rabbet when guided 
by a shoulder or 
guiding strip or bat- 
ten. These planes are flat on both sides and can be 
used either right or left hand. Fitted with a spur and o 
detachable depth gauge. Japanned finish with nickel 


— 





plated trimmings. 
Ne. 190, 8" leng, 1 V2" etter 
No, 191, 8° long, 144" cutter 
No. 192, 8° long, 1 cvtter 










Cutting « rabbet guided by a batten or strip 
nailed in position for the desired width of the cut. 
The depth gouge controls the d of the cut. Hold 
the plane square to the surface of the work. 


Cutting a rab- 
bet across the grain, 
guided by a batten 
or strip nailed in po- 
sition for the desired 
width of cut, A spur 
is adjusted to a cutting position to 

score the grain of the wood ahead of the 
plane iron to stop splintering of the shoulder. 
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Cutting edge projects > 
sigh ane 


too h 


Sighting and od- 
justing plane iron for a 
uniform even thin shov- 
ing. Loosen the lever cap 
screw slightly and tap or 
push the plane iron to a 
roper position. hten 
ever cap screw ; test 
on c piece of scrap 
wood. 


Plane. 
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Depth gauge is 
adjusted as for No, 78 


7 








m4 nickel 
Ne. 92, 5¥4" long, 44" cutter plated 
Neo. 93, 644" long, 1" cutter 

Neo. 75, 44" long, 1-1/16" cutter, jopanned 
(Semewhet similor in design to No. 90) 


Ne. 90, 4” long, 1 cutter } 


witing « 


chamfer o the same aad. 
Gauge pencil lines for 
occuracy. 
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BESELEE 
Peedatls 


sua 3° 


i 


desta Hd: 








i 








ming asiedien 


@ tenon while held 
against ao bench 


hook. 
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Throat adjusting screw controls the throat open- 
ing for coorse or fine work. 
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Giza STANLEY BENCH | 
RABBET | 
PLANE | 


No. 10% | 





fen ee oe eee Seren, amare Cat 
cutting or smoothing large wide rabbeted surfaces, etc. 
Especially auuaended for heavy rabbet cuts in making 
large patterns or models. Double iron and “Bailey” 
odjustments. Rosewood handle and knob. 


Cutting a 
wide rabbet guided | 
by_ a batten or strip 
nai in position 
for the desired width 
of cut. 





Cutting a 
wide rabbet ocross 
the grain guided by 
a beotten or strip 
nailed in position 
for the width 
of cut. The shoulder 
is first cut with oa 
saw. 
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Trimming the shoulder of c lorge recess or notch. 
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Illustration 
showing nose piece 


and the bull nose 


In regular position 


OnrTn Gavoe 





gape sites 


i bien! 
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STANLEY 





Re: u 4 Hat 


etd 


when pu’ 


edge of one 
a eitanee Rem Se Seas se 
: te ie 
from th 
plone 
match 
. The 
boords 
ogoinst 


in the edge of another; 
tongue and groove match and the face sur- 


of the boards are aligned. The position of both 


ne cuts a tongue in the 
ve ond groove ond 


= ie 


nua Ht 





Cutting a groove for a tongue and groove joint. 
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STANLEY 


STANLEY ROUTER PLANE No. 271 





Useful for very narrow work such as inlay work, cutting 
dados for shelves, letting in lock plotes, etc. Can be used 
for either regular or bull nose work. Nickel plated. 





Example of planing mortised surfaces cut out 
for a drawer lock. This plane is also useful for routing 
recesses for strike plotes and small hinges. 
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Planing the bottom of a small recess for on 
inlay. Also adel for planing the bottoms of small dados 


or grooves. 





Set the cutter for a thin shaving. Lower the 
cutter for successive easy cuts and finally set the cutter 
with a rule for the correct depth. The cutter can be 
located in either of two positions to suit all needs. 
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Ne. 7! 
7% in. long 
* V4", Va" and V cutters 





An all purpose Router Plane for planing or smoothing ‘ 
the bottom of grooves or most any depressed surface 
parallel to the surface of the work. 
A wooden bottom of any size can be fastened to the 
a bottom for planing or routing the ressed sur- 

of large openings. “4 in., 4 in., and a “V" of 
smoothing cutter are furnished with each Plane. The 
cutters can be held on the front of the cutter post for 
regular work or on the back for bull nose work. Cutters 


ee on shank in_16ths for one inch to make depth 
justments more readily. A fence is furnished with one 


side designed to follow a straight surface with the 
reverse side for concave or convex surfaces, Also 


equipped with oa depth post and shoe. Nickel plated. — 
suai knobs. 





f Planing the bottom surface of a dado cut to + 
uniform depth. A dado can be made by sawing the 
shoulders first and roughing out the waste wood before 
planing to the desired depth. The depth post shown 
con be used to control the size of the chip or cut and 
to stop splitting ahead of the cutter. Wide depressed 
areas can be smoothed by attaching a piece of 
fo the bottom of the plane with screws in the holes 
provided, to increase the span or width of the bottom. 


" THE TOOL 





Cutters are graduated on 
adjustments easily. Tighten 


to secure culter. 







Planing @ dado 
with cutter in bull nose a 


position to work close 
vp to an obstruction or 


a difficult stopped 
corner. re 


Downloaded from ToolTrip.com 


BOX OF THE WORLD wv 






By Forty-Five’ con be used for beading, 
g, plow, dado and rabbet cuts, tongue 
bth work and slitting. Equipped with 
cutting acfoss the grain. Metal parts 


Packed with 27 cutters and instruction booklet. 


aeeay “er 
, “STANLEY: 
© TOOL ° > 
GUIDE” Ez 
40 ant i oe 
on the Use i = 
and Care if 
of Tools i= 





Belongs on every home workbench! Includes 38 charts 
showing correct use and care of all the common 
working tools, 7 charts on frequently used metalwork- 
ing tools and 3 charts showing wood joints and cuts. 
More thon 200 illustrations —a minimum of words. 
Pages ore 8%" x 11" perforated and punched to fit a 
three-ring notebook. 


STANLEY TOOLS 


Division of The Stanley Works 


New Britain, Connecticut 
COPYRIGHT, 1957 
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